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Die in diesem Merkblatt gemachten Angaben sind das Ergebnis sorgfältiger Untersuchungen. Soweit sie sich auf die Anwendung 
beziehen, sind sie als Empfehlung zu betrachten, die dem Erfahrungsstand entsprechen. Wegen der Vielseitigkeit der Anwendungs- 
und Arbeitsweisen können wir jedoch eine Verbindlichkeit nicht übernehmen. Es wird daher ein vertragliches Rechtsverhältnis nicht 
begründet, und es entstehen aus eventuellen Kaufverträgen keine Nebenverpflichtungen. All data and recommentions are the result 
of careful tests by our laboratories. They only can be considered as recommendation which correspond to the level of experience of 
today. The data are given in good faith. However, in view of the multiplicity of possible application and working methods we are not in 

a position to assume any responsibility or obligations deriving from the use of our products. 
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kLine Kupferpastenspray 
 

 

is used for the lubrication, separation and as corrosion prevention at thermally highly 
loaded junction points. 

Temperature range: up to 1150°C. 
 

 

Application 

Surfaces must be free of rust, oil and grease. Shake can for three minutes powerfully 
at room temperature. Spraying distance approx. 30 cm. Spray thinly.  
 

 

Technical Data 

Form:     Aerosol 

Appearance:    Copper brown 
Smell:     characteristic 

Density:    0.67 g/cm³ 
Igniting temperature:  >250°C 
Vapour pressure:   3.5 bar /20°C); approx. 7.0 bar (50°C) 

Ecology:    Water endangering class (WGK) 2 (self classification) 
 


