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Sicherheitshinweise sind dem EG-Sicherheitsdatenblatt oder dem Etikett der Verpackung zu 

entnehmen. 

 

 

 

TECHNICAL DATA SHEET 
 

kLine Clear Coat 

 
 

 

 

 

 

kLine Clear Coat is a non-yellowing protection coating. Suitable for uncoloured coating of shiny 

irons and not iron metals. 

It forms a transparent and flexible protection film, rejects dirt, protects from wetness, corrosion, 

chemical vapours. Fast drying. Engine and aggregate parts, coolers, motor vehicle rims etc. are 

protected. 
 

 

Use: 

Clean surfaces from grease and dirt. Shake can thoroughly. Apply spray evenly from a distance of 

approx. 25-30cm. Ideal temperature 16°C – 25°C. When painting over own tests should be 

performed. 

 

 

Technical Data: 

Form:    Aerosol 

Colour:   Colourless 

Odour:    Characteristic like solvent 

Density (20°C):  0,76 g/cm³ 

Solubility in water:  None 

Ecology:   Water hazard class 2 (self classification) 

Arrangement:   400 ml spray can / packaging unit 15 pcs. 

        
 
 
 
 

 

 

Die in diesem Merkblatt gemachten Angaben sind das 

Ergebnis sorgfältiger Untersuchungen. Soweit sie sich 

auf die Anwendung beziehen, sind sie als Empfehlung 

zu betrachten, die dem Erfahrungsstand entsprechen. 

Wegen der Vielseitigkeit der Anwendungs- und 

Arbeitsweisen können wir jedoch eine Verbindlichkeit 

nicht übernehmen. Es wird daher ein vertragliches 

Rechtsverhältnis nicht begründet, und es entstehen aus 

eventuellen Kaufverträgen keine Nebenverpfl 


